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ABSTRACT
Optimum temperature in a room is controlled by directly and

dynamically sensing the body temperatures of one or more
people in the room and storing a set of parameters to be
correlated with the sensed body temperatures in determining
a selected optimum room temperature. The sensed body
temperatures are wirelessly transmitted to be correlated with
the set of parameters wherein optimum room temperature is
determined based on those parameters. In response to this
correlation, a selected optimum room temperature may be
provided by appropriate heating or cooling.

18 Claims, 4 Drawing Sheets
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ENTER

IN A TEMPERATURE SYSTEM FOR AN ENCLOSED ROOM, E.G.
AUDITORIUM, PROVISION 1S MADE FOR DIRECTLY SENSING
THE BODY TEMPERATURE OF ONE OR
MORE PERSONS IN THE ROOM

v

PROVISION IS MADE FOR STORING A SET OF PARAMETERS TO BE
CORRELATED WITH THE SENSED BODY TEMPERATURES TO
DETERMINE A SELECTED OPTIMUM ROOM TEMPERATURE

v

PROVISION IS MADE FOR WIRELESSLY TRANSMITTING THE SENSED
BODY TEMPERATURE TQO BE CORRELATED WITH THE SET OF
PARAMETERS SO THAT THE OPTIMUM ROOM TEMPERATURE

IS DETERMINED

!

OPTIMUM ROOM TEMPERATURE

v

ENTERING THE ROOM

¥

PROVISION IS MADE FOR STORING IN ASSOCIATION WITH EACH

PARAMETERS PROVIDING THE OPTIMUM TEMPERATURE

v

PROVISION |5 MADE FOR SELECTING THE PARAMETER VALUES

CORRELATION WITH SENSED BODY TEMPERATURES IN
DETERMINING THE OPTIMUM ROOM TEMPERATURE

all FIG. 3

IDENTIFIED PERSON, THE VALUES OF SAID SEt OF ——

CONTROLLING THE ROOM TEMPERATURE TO PROVIDE THE \_/54

PROVISION IS MADE FOR IDENTIFYING THE PERSONS ~~__-55

56

OF ONE OR MORE OF IDENTIFIED PERSONS FOR THE —
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1
DYNAMIC TEMPERATURE CONTROL FOR
A ROOM CONTAINING A GROUP OF
PEOPLE

TECHNICAL FIELD

The present invention relates to computer controlled
ambient temperatures for enclosed rooms such as meeting
rooms, class rooms, auditoriums, theaters and particularly
for temperatures that are dynamically controlled responsive
to sensed body temperatures of people in such rooms.

BACKGROUND OF RELATED ART

Over the past generation, the costs of computer, i.e. digital
processing, resources have been rapidly decreasing, due in
part to miniaturization of components, and continual break-
throughs in digital communications. On the other hand, the
costs of energy and attendant energy processing have been
increasing due to rising energy demands resulting from
worldwide industrialization and the depletion of the energy
resources in the world. Also, the disposal and recycling of
the by-products of energy consumption have given rise to
increasing costs and potential health problems with energy
consumption waste products.

Accordingly, technological innovations that use the
increasingly available digital processing resources to bring
down the costs and effects of energy consumption are
considered to be very desirable.

SUMMARY OF THE PRESENT INVENTION

The present invention is directed to the use of digital
processing resources to achieve optimum temperatures in
rooms containing people such as classrooms auditoriums or
theaters that minimize energy waste and maximize the
temperature related comfort of the people in the room. The
invention involves directly and dynamically sensing the
body temperatures of one or more people in the room and
storing a set of parameters to be correlated with the sensed
body temperatures in determining a selected optimum room
temperature. The sensed body temperatures are wirelessly
transmitted to be correlated with the set of parameters
wherein optimum room temperature is determined based on
the parameters. In response to this correlation, a selected
optimum room temperature may be provided by appropriate
heating or cooling.

The number or proportion of people in the room who are
temperature sensed may be varied from only one person to
all of the people in the room. The hosts of the function being
held in the room will be able to determine whose body
temperature should be monitored dependent upon the cir-
cumstances of the presentation in the room. Where only one
person is being sensed, the person chosen may be based on
significance: a minister delivering a sermon or a chief
executive at a stockholders meeting. The people may be
chosen based on the extent of their activity, e.g. a set of
performers in a theater may be chosen.

Also, in the stored parameters to be used in the correla-
tion, there may be comparisons made that may include
weights assigned to people based upon the level of the
person’s significance to events held in the room. Thus, there
may be circumstances wherein substantially all of the people
in the room may be sensed for body temperature. However,
the set of correlation parameters may assign greater weight
to the temperatures of some of the people in the room in the
determination of the optimum temperature for the room.
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For many room arrangements, the people in the room may
include repetitive visitors, e.g. in business conference
rooms, classrooms, lecture halls and even theaters. In such
instances, a body temperature related profile may be stored
for each of such persons that could include the above-
mentioned weights for the sensed body temperatures based
upon the significance of the person with respect to an event
in the room. As an implementation with such profiles, each
person entering the room may be identified, and a search is
made for a profile for the identified individual. Should no
profile exist, the identified individual may be given an option
for creating a stored temperature profile through data entry.

In accordance with another aspect of this invention, the
stored data with respect to individuals may include the facial
recognition profiles of such individuals. In this implemen-
tation, a facial recognition scanner may be used to scan the
facial, features of individuals entering the room so that the
stored profile may be used in the sensing and correlation of
the body temperature of the individual.

It should be recognized that, except for featured people in
the room who are involved in the events, and, thus, are
agreeable to body temperature monitoring, some people
entering a room as part of an audience may consider sensing
their body temperature as an unwelcome intrusion. Thus,
where a substantial number of people making up the general
audience are to have their body temperature sensed, an
unobtrusive device may be provided. One example of such
a device would be a wristband holding a temperature sensor.
Most people would probably accept such an intrusion since
most people are already accepting wristbands at events for
security purposes. The wristband would include a minute
temperature sensor and a short range RF transmitter.

BRIEF DESCRIPTION OF THE DRAWINGS

The present invention will be better understood and its
numerous objects and advantages will become more appar-
ent to those skilled in the art by reference to the following
drawings, in conjunction with the accompanying specifica-
tion, in which:

FIG. 1 is a generalized view of portions of an illustrative
auditorium showing how the people entering the auditorium
are identified and how their body temperatures are sensed;

FIG. 2 is a block diagram of a data processing system
including a central processing unit, database and identifica-
tion apparatus for controlling temperature;

FIG. 3 is an illustrative flowchart describing the setting up
of the process of the present invention for the monitoring of
body temperatures of people in a room and the controlling
room temperatures responsive to the monitoring; and

FIG. 4 is an illustrative run of the process set up in FIG.
3.

DETAILED DESCRIPTION OF THE
PREFERRED EMBODIMENT

Referring to FIG. 1, there is shown a generalized view of
portions of an illustrative auditorium illustrating how the
people entering the room are identified and how their body
temperatures are sensed. The temperature of auditorium 11
is to be controlled by sensing the body temperatures of
people 13 in the auditorium who chose to participate in
having their temperatures sensed. Of course the people who
agree to participate must agree to have their temperature
profiles stored in database 29. Where the auditorium orga-
nization is such that the people 13 in attendance are repeti-
tive visitors, such as students in a classroom or people
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holding season subscriptions to event series, e.g. sporting
events or opera seasons, database 29 will also have stored
identifications of the individual people for entry, seating and
monetary aspects, e.g. money owed to the hosts of the
events. The people entering may be conventionally identi-
fied at entry desk/kiosk 27. At this entry point 27, new
visiting people 13, may enter their room temperature pref-
erences. Also, returning visitors may update such profiles to
include temperature preferences that may then be stored in
the database.

Another way to identify people 13 entering the auditorium
would be to locate video cameras 26 at the auditorium
entrance. Facial recognition applications identify faces by
extracting features from an image of the subject’s face. The
algorithm used may relate the positions, sizes and shapes of
the eyes, jaw, checkbones and noses. These features and
feature relationships are used to search for facial images in
moving crowds for matches. There are currently two general
approaches to facial recognition: Geometric, which looks at
and relates distinguishing features; and Photometric, which
is a statistical process wherein facial images are distilled into
values that are compared to standard value templates. Thus,
in FIG. 1, entering people 13 have their facial features
monitored by a bank of video cameras 26. Database 29 is
accessed through server 28. If the person 13 entering has his
facial profile in the database, that profile and associated
temperature may be used in the determination of the tem-
perature for auditorium 11.

The body temperatures used in the determination of the
base body temperature may include the temperatures of all
of'the people in the auditorium, the body temperature of only
one person or only a few people. One convenient monitoring
device would be a wrist band with a temperature sensor. This
is indicated in FIG. 1 by a band 25 across the person 13.
Everyone in room 11 is shown having a wrist band 25. In
such a situation, everyone in the room would be monitored
for body temperature. However, an algorithm for calculating
the optimum body temperature from the sensed temperatures
may be weighted so that the temperatures of people having
more significant functions in the room are accorded greater
weights. For example, the body temperature of the presenter
16 at a meeting in room 11 may be accorded a greater
weight, or a panel 35 of people such as a jury may have their
body temperatures given a greater weight. Also, there may
be circumstances wherein either one person or a set or group
of people may be the only people whose temperatures are
monitored.

The body temperature monitors associated with each
person being monitored have Wireless Fidelity (WiFi) short
range RF transmitters that transmit the sensed body tem-
peratures through antenna 20 transceiver 18 wherein con-
troller 19 in correlation with the data in database 29 via
server 28 and executes the temperature correlation algorithm
to control the Heat/Cool device to provide the desired
temperature in the auditorium 11.

The WiFi technology, used in the transmission of the
sensed body temperatures, is industry standard IEEE 802.11
protocol technology. The WiFi Alliance, a global association
of companies, government agencies and educational insti-
tutions has standardized these IEEE 802.11 protocols into
the WiFi implementation. The IEEE 802.11 wireless trans-
mission protocols are discussed in greater detail in the
article, 4 Wireless Local Area Network Protocol That
Improves Throughput Via Adaptive Control, B. E. Mullins et
al., Proceedings of the IEEE International Conference on
Communications, pp. 1427-1431, June 1997. The short
range transmissions from transceivers in the display devices
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can operate within facility areas of from 10 to 100 meters in
diameter from central or optimally located facility transceiv-
ers.

Now, with respect to FIG. 2, there is shown a block
diagram of a data processing system including a central
processing unit, database and identification apparatus for
controlling temperature. A central processor 20, such as one
of'the microprocessors, e.g. from the System series available
from International Business Machines Corporation (IBM), is
provided and interconnected to various other components by
system bus 12. An operating system 41 runs on processor 40,
provides control and is used to coordinate the function of the
various components of FIG. 2. Operating system 41 may be
one of the commercially available operating systems. The
programs used in the present invention are moved into and
out of the main memory Random Access Memory (RAM)
22. These programming applications may be used to imple-
ment functions of the present invention. ROM 21 includes
the Basic Input/Output System (BIOS) that controls the
basic computer functions of the server 28. RAM 14, data-
base 29, ROM 21 and processor 40 are also interconnected
to system bus 112. Entry point 27 is also connected via bus
12, as is video cam 15—for facial recognition—through
adapter 30. Three (3) people 13 with body temperature
sensing wrist bands in auditorium 11 are the selective people
whose body temperature is being sensed for controlling
room temperature. As previously described with respect to
FIG. 1, the sensed temperatures are RF transmitted 32 to
antennae 20 of transceiver 18 of controller 19, which operate
in association with server 28 and controls the Heat/Cool
device 17 to deliver air to the auditorium 11 at the desired
temperature.

FIG. 3 is a general flowchart of a program set up to
implement the present invention for the monitoring of body
temperatures of people in a room and the controlling room
temperatures responsive to the monitoring. Provision is
made for directly sensing the body temperature of one or
more in an enclosed room, step 51. Provision is made for
storing a set of parameters to be correlated with the sensed
body temperatures to determine a selected optimum room
temperature, step 52. Provision is made for wirelessly trans-
mitting the sensed temperature to be correlated with the set
of parameters so that the optimum room temperature is
determined, step 53. Provision is made for controlling the
room temperature to furnish this determined optimum room
temperature, step 54. Provision is made for identifying the
people entering the room, step 55. Provision is made for
storing in association with each identified person, the values
for that person of the set of parameters, step 36. Provision is
made for selecting the parameter values of one or more of
the identified persons for the correlation with sensed body
temperatures in determining the optimum room temperature,
step 57.

FIG. 4 is an illustrative run of the process set up in FIG.
3. At the entry to the room, the facial images of people are
scanned for recognition, step 60. Then, step 61, a determi-
nation is made as to whether the facial image is already
stored in the database, step 61. If No, the face image and
profile of the entering person are created and stored in the
database, step 62. Then, or if the decision in step 61 is Yes,
that person is provided with a body temperature sensor, step
63. Next a determination is made as to whether there is
anyone in the room, step 64. If Yes, the target people in the
room whose body temperatures are to be sensed, step 65, are
located and their body temperature sensed, step 66. The
optimum temperature is determined, step 67. The room
temperature is sensed, step 68, and a determination is made
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as to whether the room temperature is equal to the optimum
temperature, step 69. If No, step 70, the room is appropri-
ately heated or cooled. The optimum temperature determi-
nation is again made in step 69. If the determination in step
69 is Yes, the optimum temperature of the room is achieved,
the process is returned to step 64 via branch “A”.

As will be appreciated by one skilled in the art, aspects of
the present invention may be embodied as a system, method
or computer program product. Accordingly, aspects of the
present invention may take the form of an entirely hardware
embodiment, an entirely software embodiment, including
firmware, resident software, micro-code, etc.; or an embodi-
ment combining software and hardware aspects that may all
generally be referred to herein as a “circuit”, “module” or
“system.” Furthermore, aspects of the present invention may
take the form of a computer program product embodied in
one or more computer readable mediums having computer
readable program code embodied thereon.

Any combination of one or more computer readable
medium(s) may be utilized. The computer readable medium
may be a computer readable signal medium or a computer
readable storage medium. A computer readable storage
medium may be, for example, but not limited to, an elec-
tronic, magnetic, optical, electromagnetic, infrared or semi-
conductor system, apparatus or device, or any suitable
combination of the foregoing. More specific examples (a
non-exhaustive list) of the computer readable storage
medium would include the following: an electrical connec-
tion having one or more wires, a portable computer diskette,
a hard disk, a Random Access Memory (“RAM”), a Read
Only Memory (“ROM”), an Erasable Programmable Read
Only Memory (“EPROM” or Flash memory), an optical
fiber, a portable compact disc read only memory (“CD-
ROM?”), an optical storage device, a magnetic storage device
or any suitable combination of the foregoing. In the context
of this document, a computer readable storage medium may
be any tangible medium that can contain or store a program
for use by or in connection with an instruction execution
system, apparatus or device.

A computer readable medium may include a propagated
data signal with computer readable program code embodied
therein, for example, in baseband or as part of a carrier wave.
Such a propagated signal may take any of a variety of forms,
including, but not limited to, electromagnetic, optical, or any
suitable combination thereof. A computer readable signal
medium may be any computer readable medium that is not
a computer readable storage medium and that can commu-
nicate, propagate or transport a program for use by or in
connection with an instruction execution system, apparatus
or device.

Program code embodied on a computer readable medium
may be transmitted using any appropriate medium, includ-
ing, but not limited to, wireless, wire line, optical fiber cable,
RF, etc., or any suitable combination the foregoing.

Computer program code for carrying out operations for
aspects of the present invention may be written in any
combination of one or more programming languages,
including an object oriented programming language, such as
Java, Smalltalk, C++ and the like, and conventional proce-
dural programming languages, such as the “C” program-
ming language or similar programming languages. The
program code may execute entirely on the user’s computer,
partly on the user’s computer, as a stand-alone software
package, partly on the user’s computer and partly on a
remote computer or entirely on the remote computer or
server. In the later scenario, the remote computer may be
connected to the user’s computer through any type of
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network, including a local area network (“LAN”) or a wide
area network (“WAN”), or the connection may be made to
an external computer (for example, through the Internet,
using an Internet Service Provider).

Aspects of the present invention are described below with
reference to flowchart illustrations and/or block diagrams of
methods, apparatus (systems) and computer program prod-
ucts according to embodiments of the invention. It will be
understood that each block of the flowchart illustrations
and/or block diagrams, and combinations of blocks in the
flowchart illustrations and/or block diagrams, can be imple-
mented by computer program instructions. These computer
program instructions may be provided to a processor of a
general purpose computer, special purpose computer or
other programmable data processing apparatus to produce a
machine, such that instructions, which execute via the
processor of the computer or other programmable data
processing apparatus, create means for implementing the
functions/acts specified flowchart and/or block diagram
block or blocks.

These computer program instructions may also be stored
in a computer readable medium that can direct a computer,
other programmable data processing apparatus or other
devices to function in a particular manner, such that the
instructions stored in the computer readable medium pro-
duce an article of manufacture including instructions which
implement the function/act specified in the flowchart and/or
block diagram block or blocks.

The computer program instructions may also be loaded
onto a computer, other programmable data processing appa-
ratus or other devices to cause a series of operational steps
to be performed on the computer, other programmable
apparatus or other devices to produce a computer imple-
mented process such that the instructions which execute on
the computer or other programmable apparatus provide
processes for implementing the functions/acts specified in
the flowchart and/or block diagram block or blocks.

The flowchart and block diagram in the Figures illustrate
the architecture, functionality and operations of possible
implementations of systems, methods and computer pro-
gram products according to various embodiments of the
present invention. In this regard, each block in the flowchart
or block diagrams may represent a module segment, or
portion of code, which comprises one or more executable
instructions for implementing the specified logical
function(s). It should be noted that, in some alternative
implementations, the functions noted in the block may occur
out of the order noted in the figures. For example, two blocks
shown in succession may, in fact, be executed substantially
concurrently, or the blocks may sometimes be executed in
the reverse order, depending upon the functionality
involved. It will also be noted that each block of the block
diagrams and/or flowchart illustration, and combinations of
blocks in the block diagrams and/or flowchart illustrations
can be implemented by special purpose hardware-based
systems that perform the specified functions or acts, or
combinations of special purpose hardware and computer
instructions.

Although certain preferred embodiments have been
shown and described, it will be understood that many
changes and modifications may be made therein without
departing from the scope and intent of the appended claims.

What is claimed is:

1. A computer controlled method for dynamically con-
trolling the ambient temperature in an enclosed room con-
taining a plurality of people comprising
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storing a set of parameters to be correlated with sensed
body temperatures in determining a selected optimum
room temperature including:
predetermined temperature related data profiles of
people having potential subsequent entry into said
room; and
predetermined facial recognition profiles of said people
having said potential subsequent entry into said
room; and
identifying people subsequently entering said room by
video monitoring people entering said room to recog-
nize facial profiles of said people stored in said stored
data profiles;

comparing the identified people to determine if said

identified people have stored data profiles;

in response to the determination of identified people

having stored profiles, sensing the body temperature of
a plurality of people in said room having stored pro-
files;

wirelessly transmitting said sensed body temperatures of

said plurality of people to be correlated with said set of
parameters wherein said optimum room temperature is
determined; and

controlling the room temperature using a heat/cool device

to provide the selected optimum room temperature.

2. The method of claim 1, wherein the body temperature
is sensed of only one person who has a function significant
to said plurality of people.

3. The method of claim 1, wherein the temperature is
sensed from each of the people in the room.

4. The method of claim 1, wherein said sensing of body
temperature is sensed by directly contacting the skin of said
people being sensed.

5. The method of claim 4, wherein said sensed body
temperatures are wirelessly transmitted by shortwave RF
transmission from said sensing skin contacts.

6. The method of claim 5, wherein said sensing contacts
are maintained with the people’s skin by a wrist band
attached to a person’s wrist upon entry to the room, said
wrist bands further identifying said person.

7. A computer controlled system for dynamically control-
ling the ambient temperature in an enclosed room containing
a plurality of people comprising:

a processor; and

a computer memory holding computer program instruc-

tions which when executed by the processor perform
the method comprising:

storing a set of parameters to be correlated with sensed

body temperatures in determining a selected optimum

room temperature including:

predetermined temperature related data profiles of
people having potential subsequent entry into said
room; and

predetermined facial recognition profiles of said people
having said potential subsequent entry into said
room; and

identifying people subsequently entering said room by

video monitoring people entering said room to recog-
nize facial profiles of said people stored in said stored
data profiles;

comparing the identified people to determine if said

identified people have stored data profiles;

in response to the determination of identified people

having stored profiles, sensing the body temperature of
a plurality of people in said room having stored pro-
files;

wirelessly transmitting said sensed body temperatures of

said plurality of people to be correlated with said set of
parameters wherein said optimum room temperature is
determined; and
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controlling the room temperature using a heat/cool device

to provide the selected optimum room temperature.

8. The system of claim 7, wherein the body temperature
is sensed of only one person who has a function significant
to said plurality of people.

9. The system of claim 7, wherein the temperature is
sensed from each of the people in the room.

10. The system of claim 7, wherein said performed
method senses said body temperature by directly contacting
the skin of said people being sensed.

11. The system of claim 10, wherein said performed
method wirelessly transmits said sensed body temperatures
by shortwave RF transmission from said sensing skin con-
tacts.

12. The system of claim 11, wherein said performed
method maintains said sensing contacts with the people’s
skin by a wrist band attached to a person’s wrist upon entry
to the room, said wrist band further identifying said person.

13. A computer usable non-transitory storage medium
having stored thereon a computer readable program for
dynamically controlling the ambient temperature in an
enclosed room containing a plurality of people, wherein the
computer readable program when executed on a computer
causes the computer to:

store a set of parameters to be correlated with sensed body

temperatures in determining a selected optimum room

temperature including:

predetermined temperature related data profiles of
people having potential subsequent entry into said
room; and

predetermined facial recognition profiles of said people
having said potential subsequent entry into said
room; and

identifying people subsequently entering said room by

video monitoring people entering said room to recog-
nize facial profiles of said people stored in said stored
data profiles;

compare the identified people to determine if said iden-

tified people have stored data profiles;
in response to the determination of identified people
having stored profiles, sense the body temperature of a
plurality of people in said room having stored profiles;

wirelessly transmit said sensed body temperatures of said
plurality of people to be correlated with said set of
parameters wherein said optimum room temperature is
determined; and

control the room temperature using a heat/cool device to

provide the selected optimum room temperature.

14. The computer usable storage medium of claim 13,
wherein the body temperature is sensed of only one person
who has a function significant to said plurality of people.

15. The computer usable storage medium of claim 13,
wherein the temperature is sensed from each of the people
in the room.

16. The computer usable storage medium of claim 13,
wherein said sensing of body temperature is sensed by
directly contacting the skin of said people being sensed.

17. The computer usable storage medium of claim 13,
wherein said computer program when executed wirelessly
transmits said sensed body temperatures by shortwave RF
transmission from said sensing skin contacts.

18. The computer usable storage medium of claim 17,
wherein said sensing contacts are maintained with the peo-
ple’s skin by a wrist band attached to a person’s wrist upon
entry to the room, said wrist bands further identifying said
person.



